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Specification

Model Name Squirrel WS9

CPU Celeron M ULV 1GHz
Chipset Intel 852GM FSB 400MHz / ICH4
1x DDR SO-DIMM Slot Up to 1GB

System Memory

Graphic Memory System Memory Shared Up to 64MB
|wobore
LCD Size 15" TFT
Brightness 250 cd / m+
Maximal Resolution 1024 x 768
Touch Screen Type Resistive
-250 ~ 65°

Tilt Angle

Flash Memory Compact Flash Memory Option (Type | & II)

USB 2.0 4 x USB Type A
Serial / COM 4 x COM ports RJ-45 connectors (COM 1 & COM 2 standard RS-232; COM3 & COM4 pin 9 with 5V or 12V power by jumper)
Parallel 1x DB 25F
LAN (10 /100) 1x RJ45
an VGA 1x RJ1 (12V / 19V)
Audio 1x Line-in / 1x Line-out
| controtimdicater [
Power Button 1
LED Indicator 1

Power Adapter External 90W AC
Magnetic Card Reader 3 Tracks (RS-232 / PS2 interface)

EMC & Safety

FCC Class A / CE Marking / LVD

Operating Temperature

5°C ~ 35°C ( 41°F ~ 95°F )

Storage Temperature

-20°C ~ 55°C (-4°F ~131°F)

Operating Humidity

20% - 80% RH non-condensing

Storage Humidity

20% - 85% RH non-condensing

Product specifications subject to change without prior notice.
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